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GIGABYTE Enterprise Series

AMD EPYC™ 9004 Series Processors
The new 4th Gen AMD EPYC processors feature substantial compute performance and scalability by 
combining high core counts with impressive PCIe and memory throughput. In terms of out of the box 
performance, AMD estimates found that 4th Gen AMD EPYC CPUs are the highest performing server 
processors in the world. With the advancement to 5nm technology and other performant innovations, 
the new AMD EPYC 9004 series processors move to a new SP5 socket. The new architecture leads the 
way to faster data insights with high performance and built-in security features, and this platform 
targets HPC, AI, cloud, big data, and general enterprise IT.

Key Generational Technologies and Advancements:
▪ 5nm process node
▪ Up to 96 cores and 192 threads
▪ Maximum boost clock up to 4.4GHz
▪ Up to 384MB L3 cache
▪ Support for 12 channel DDR5-4800
▪ ISA updates: BFLOAT16, AVX-512, and VNNI
▪ Support for PCIe Gen 5, 160 lanes in 2P
▪ Support for CXL 1.1+ in 64 IO lanes, with bifurcations

M-Series

Motherboards
Single and dual socket options 
supporting Gen4 NVMe drives 
and PCIe 4.0 and/or 5.0 lanes

R-Series

Rackmount Servers 
1U and 2U general-purpose systems, 
offering the best balance of compute, 
memory, storage, and expandability

G-Series

GPU Servers
2U or 4U systems offering industry leading GPU density 

due to excellent thermal and mechanical design, and built 
for HPC, AI, and high-performance parallel processing

H-Series

High-density Servers 
Combining four hot-swappable nodes in a 2U 

chassis, offering extreme CPU compute density 
excellent for HPC, HCI, and edge computing

E-Series

Edge Servers
1U and 2U short depth servers, 

moving data collection away from 
data centers and improving latency
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E283-Z90

MZ93-FS0

2U (W438 x H87.5x D625 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Rear side: 4 x 2.5" hot-swap bays
[AAD1/AAV1] 4 x Gen4 NVMe/SATA
SAS devices supported via SAS card

4 x PCIe 5.0 x16 FHHL
2 x PCIe 5.0 x8 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 2 x USB 3.2 Gen1

Rear:  2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD1] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV1] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

E263-Z30

MZ33-DC0

2U (W438 x H87.5x D520 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

1 x 1GbE LAN
1 x MLAN

Rear side: 2 x 2.5" hot-swap bays
[AAD1/AAV1] 2 x Gen4 NVMe

2 x PCIe 5.0 x16 FHFL for GPUs
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

Front: 2 x USB 3.2 Gen1

Rear:  2 x USB 3.2 Gen1
1 x Mini-DP
1 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD1] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV1] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 2 x dual-slot Gen5 GPU cards
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Edge Server

E283-Z91

MZ93-FS1

2U (W438 x H87.5x D625 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Rear side: 4 x 2.5" hot-swap bays
[AAD1/AAV1] 4 x SATA
SAS devices supported via SAS card

6 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 2 x USB 3.2 Gen1

Rear:  2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD1] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV1] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
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Edge Server

E163-Z30

MZ33-DC0

1U (W438 x H43.5x D520 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

1 x 1GbE LAN
1 x MLAN

Front side: 2 x 2.5" hot-swap bays
[AAB1/AAG1] 2 x Gen4 NVMe

2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

Front: 1 x USB 3.2 Gen1

Rear:  2 x USB 3.2 Gen1
1 x Mini-DP
1 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAB1] Dual 800W redundant PSUs
80 PLUS Platinum

[AAG1] Dual 800W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

E133-C10

MC13-BL1

1U (W438 x H43.5x D520 mm)

AMD Ryzen 7000 Series
Single AM5 socket

AMD B650E chipset

4 x DDR5 DIMM slots
2-Channel 5200MHz (2DPC), UDIMM

2 x 1GbE LAN
1 x MLAN

Front side: 2 x 2.5" hot-swap bays
[AAA1/AAG1] 2 x SATA

1 x PCIe 5.0 x16 FHFL
1 x PCIe 4.0 x4 FHHL
1 x M.2 (PCIe 4.0 x4)

Front: 1 x USB 3.2 Gen1

Rear:  2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAA1] Dual 550W redundant PSUs
80 PLUS Platinum

[AAG1] Dual 800W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

N/A
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Rack Server

R283-Z90

MZ93-FS0

2U (W438 x H87 x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN, 1 x MLAN

Front side: 12 x 3.5"/2.5" hot-swap bays
[AAD1/AAV1] 12 x Gen4 NVMe/SATA
[AAD2/AAV2] 4 x Gen4 NVMe/SATA + 8 x SATA
[AAD3/AAV3] 12 x SATA
Rear side:  2.5" SATA hot-swap bays
[AAD1/AAD2/AAV1/AAV2] 4 x SATA
[AAD3/AAV3] 2 x SATA 
SAS devices supported via SAS card

[AAD1/AAV1] 3 x PCIe 5.0 x16 FHHL
1 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

[AAD2/AAV2] 4 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

[AAD3/AAV3] 4 x PCIe 5.0 x16 FHHL
2 x PCIe 5.0 x8 FHHL
2 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAD*] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV*] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

R283-Z91

MZ93-FS0

2U (W438 x H87 x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN, 1 x MLAN

Front side: 12 x 3.5"/2.5" hot-swap bays
[AAD1/AAV1] 4 x Gen4 NVMe/SATA + 8 x SATA
[AAD2/AAV2] 12 x SATA
Rear side: 
2 x 2.5" SATA hot-swap bays
Broadcom SAS35x24R expander
SAS card is required to enable SATA/SAS

[AAD1/AAV1] 
4 x PCIe 5.0 x16 FHHL
2 x PCIe 5.0 x8 FHHL
2 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

[AAD2/AAV2]
6 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAD*] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV*] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Onboard 12Gb/s SAS expander

R283-Z92

MZ93-FS0

2U (W438 x H87 x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN, 1 x MLAN

Front side: 24 x 2.5" hot-swap bays
[AAD1] 16 x SATA + 8 x dummy tray
[AAE1] 12 x Gen4 NVMe/SATA + 12 x NVMe
[AAE2] 8 x Gen4 NVMe + 16 x SATA
[AAE3] 4 x Gen4 NVMe/SATA + 20 x SATA*
Rear side: 
[AAE1/AAE3] 4 x 2.5" SATA hot-swap bays
SAS devices supported via SAS card
*Broadcom SAS35x36R expander

SAS card is required to enable SATA/SAS

[AAD1] 4 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

[AAE1] 2 x PCIe 5.0 x16 FHHL
[AAE2] 4 x PCIe 5.0 x16 FHHL

1 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

[AAE3] 4 x PCIe 5.0 x16 FHHL
2 x PCIe 5.0 x8 FHHL
2 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAD1] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAE*] Dual 2000W redundant PSUs
80 PLUS Platinum

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
[AAE3] Onboard 12Gb/s SAS expander
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R283-Z93

MZ93-FS0

2U (W438 x H87 x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 12 x 3.5"/2.5" hot-swap bays
[AAF1/AAL1] 4 x Gen4 NVMe/SATA + 8 x SATA
Rear side: 4 x 2.5" hot-swap bays
[AAF1/AAL1] 4 x SATA
SAS devices supported via SAS card

[AAF1/AAL1] 
2 x PCIe 5.0 x16 FHFL for GPUs
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAF1] Dual 2400W redundant PSUs
80 PLUS Platinum

[AAL1] Dual 2700W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 2 x dual-slot Gen5 GPU cards

R283-Z94

MZ93-FS1

2U (W438 x H87 x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 12 x 3.5"/2.5" hot-swap bays
[AAD1] 12 x Gen5 NVMe/SATA
[AAD2] 4 x Gen5 NVMe/SATA + 8 x SATA
Rear side: 
[AAD1] 4 x 2.5" SATA hot-swap bays
[AAD2] 2 x 2.5" SATA hot-swap bays
SAS4 devices supported via SAS card

[AAD1/AAV1] 3 x PCIe 5.0 x16 FHHL
1 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

[AAD2/AAV2] 4 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAD*] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV*] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
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R283-Z95

MZ93-FS1

2U (W438 x H87 x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 12 x 3.5"/2.5" hot-swap bays
[AAD1/AAV1] 4 x Gen5 NVMe/SATA + 8 x SATA
Rear side: 2 x 2.5" hot-swap bays
[AAD1/AAV1] 2 x SATA
Broadcom SAS4 expander
SAS card is required to enable SATA/SAS4

[AAD1/AAV1] 
5 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAD1] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV1] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Onboard 24Gb/s SAS expander

Rack Server
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R183-Z90

MZ93-FS0

1U (W438 x H43.5x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 4 x 3.5"/2.5" hot-swap bays
[AAD1/AAV1] 4 x Gen4 NVMe/SATA
[AAD2/AAV2] 4 x SATA
SAS devices supported via SAS card

[AAD1/AAV1/AAD2/AAV2] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAD*] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV*] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

R283-Z97

MZ93-FS1

2U (W438 x H87 x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 12 x 3.5"/2.5" hot-swap bays
[AAF1/AAL1] 8 x Gen5 NVMe/SATA + 4 x SATA
Rear side: 4 x 2.5" hot-swap bays
[AAF1/AAL1] 4 x SATA
SAS4 devices supported via SAS card

[AAF1/AAL1] 
2 x PCIe 5.0 x16 FHFL for GPUs
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAF1] Dual 2400W redundant PSUs
80 PLUS Platinum

[AAL1] Dual 2700W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 2 x dual-slot Gen5 GPU cards

R283-Z96

MZ93-FS1

2U (W438 x H87 x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 24 x 2.5" hot-swap bays
[AAE1/AAJ1] 24 x Gen5 NVMe
[AAE2/AAJ2] 4 x Gen5 NVMe/SATA + 20 x SATA*
[AAE3/AAJ3] 8 x Gen5 NVMe + 16 x SATA
Rear side: 4 x 2.5" hot-swap bays
[AAE1/AAE2/AAJ1/AAJ2] 4 x SATA
[AAE3/AAJ3] N/A
SAS4 devices supported via SAS card
*Broadcom SAS4 expander

SAS card is required to enable SATA/SAS4

[AAE1/AAJ1] 1 x PCIe 5.0 x16 FHHL
1 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)

[AAE2/AAJ2] 4 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

[AAE3/AAJ3] 3 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
3 x M.2 (PCIe 3.0 x4/2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1, 1 x Mini-DP, 

2 x RJ45, 1 x MLAN

Optional TPM 2.0 module

[AAE*] Dual 2000W redundant PSUs
80 PLUS Platinum

[AAJ*] Dual 2000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
[AAE2/AAJ2] Onboard 24Gb/s SAS expander

Model 
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Rack Server
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Rack Server

R183-Z93

MZ93-FS1

1U (W438 x H43.5x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 4 x 3.5"/2.5" hot-swap bays
[AAD1/AAV1] 4 x Gen5 NVMe/SATA

[AAD1/AAV1] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD1] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV1] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

R183-Z91

MZ93-FS0

1U (W438 x H43.5x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 4 x 3.5"/2.5" hot-swap bays + 
4 x 2.5" 9.5mm hot-swap bays

[AAD1/AAV1] 8 x Gen4 NVMe/SATA
[AAD2/AAV2] 8 x SATA
SAS devices supported via SAS card

[AAD1/AAV1/AAD2/AAV2] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 1 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD*] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV*] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

R183-Z92

MZ93-FS0

1U (W438 x H43.5x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 12 x 2.5" hot-swap bays
[AAD1/AAV1] 12 x Gen4 NVMe/SATA
[AAD2/AAV2] 4 x Gen4 NVMe/SATA + 8 x SATA
[AAD3/AAV3] 12 x SATA
SAS devices supported via SAS card

[AAD1/AAV1/AAD2/AAV2/AAD3/AAV3] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 1 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD*] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV*] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
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Rack Server

R183-Z96

MZ93-FS1

1U (W438 x H43.5x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 4 x 3.5"/2.5" hot-swap bays + 
4 x 2.5" 9.5mm hot-swap bays

[AAD1/AAV1] 8 x Gen5 NVMe/SATA
SAS4 devices supported via SAS card

[AAD1/AAV1] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 1 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD*] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV*] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

R183-Z95

MZ93-FS1

1U (W438 x H43.5x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
6 x E1.S EDSFF hot-swap bays

[AAD1/AAV1]  8 x Gen5 NVMe/SATA + 6 x E1.S 
SAS4 devices supported via SAS card

[AAD1/AAV1] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 1 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD1] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV1] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

R183-Z94

MZ93-FS1

1U (W438 x H43.5x D815 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 1GbE LAN
1 x MLAN

Front side: 12 x 2.5" hot-swap bays
[AAD1/AAV1] 12 x Gen5 NVMe/SATA
[AAD2/AAV2] 4 x Gen5 NVMe/SATA + 8 x SATA
SAS4 devices supported via SAS card

[AAD1/AAV1/AAD2/AAV2] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
2 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x2)

Front: 1 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD*] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAV*] Dual 1600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

Model 

Motherboard

Form Factor

Processor

Chipset

Memory

Networking

Storage Bays

Expansion
Slots

I/O Ports

Security

Power Supply

System
Management

Other Features
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Rack Server

R263-Z30

MZ33-DC0

2U (W438 x H87.5x D700 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

1 x 1GbE LAN
1 x MLAN

Front side: 12 x 3.5"/2.5" hot-swap bays
[AAC1/AAH1] 12 x Gen4 NVMe/SATA
[AAC2/AAH2] 4 x Gen4 NVMe/SATA + 8 x SATA
SAS devices supported via SAS card

[AAC1/AAH1] 2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

[AAC2/AAH2] 2 x PCIe 5.0 x16 FHHL
1 x PCIe 4.0 x16 FHHL
2 x PCIe 4.0 x8 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
1 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAC*] Dual 1300W redundant PSUs
80 PLUS Platinum

[AAH*] Dual 1300W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

Model 

Motherboard

Form Factor

Processor

Chipset

Memory

Networking

Storage Bays

Expansion
Slots

I/O Ports

Security

Power Supply

System
Management

Other Features

R263-Z33

MZ33-DC0

2U (W438 x H87.5x D700 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

1 x 1GbE LAN
1 x MLAN

Front side: 12 x 3.5"/2.5" hot-swap bays
[AAF1/AAL1] 8 x Gen4 NVMe/SATA + 4 x SATA
SAS devices supported via SAS card

[AAF1/AAL1] 
2 x PCIe 5.0 x16 FHFL for GPUs
1 x PCIe 4.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
1 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAF1] Dual 2400W redundant PSUs
80 PLUS Platinum

[AAL1] Dual 2700W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 2 x dual-slot Gen5 GPU cards

R263-Z32

MZ33-DC0

2U (W438 x H87.5x D700 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

1 x 1GbE LAN
1 x MLAN

Front side: 24 x 2.5" hot-swap bays
[AAD1/AAV1] 12 x Gen4 NVMe + 12 x SATA
[AAC1/AAH1] 8 x Gen4 NVMe + 16 x SATA
SAS devices supported via SAS card

[AAD1/AAV1] 2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

[AAC1/AAH1] 2 x PCIe 5.0 x16 FHHL
2 x PCIe 4.0 x8 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
1 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAD1] Dual 1600W redundant PSUs
80 PLUS Platinum

[AAC1] Dual 1300W redundant PSUs
80 PLUS Platinum

[AAV1] Dual 1600W redundant PSUs
80 PLUS Titanium

[AAH1] Dual 1300W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
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Rack Server

R163-Z30

MZ33-DC0

1U (W438 x H43.5x D710 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

1 x 1GbE LAN
1 x MLAN

Front side: 4 x 3.5"/2.5" hot-swap bays
[AAB1/AAG1] 4 x Gen4 NVMe/SATA
[AAB2/AAG2] 4 x SATA
SAS devices supported via SAS card

[AAB1/AAB2/AAG1/AAG2] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
1 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAB*] Dual 800W redundant PSUs
80 PLUS Platinum

[AAG*] Dual 850W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

R163-Z32

MZ33-DC0

1U (W438 x H43.5x D710 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

1 x 1GbE LAN
1 x MLAN

Front side: 12 x 2.5" hot-swap bays
[AAC1/AAH1] 12 x Gen4 NVMe/SATA
[AAC2/AAH2] 8 x SATA + 4 x Gen4 NVMe
[AAB1/AAG1] 12 x SATA
SAS devices supported via SAS card

[AAC1/AAC2/AAB1/AAH1/AAH2/AAG1] 
2 x PCIe 5.0 x16 FHHL
2 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 3.0 x4)

Front: 1 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
1 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAC*] Dual 1300W redundant PSUs
80 PLUS Platinum

[AAB1] Dual 800W redundant PSUs
80 PLUS Platinum

[AAH*] Dual 1300W redundant PSUs
80 PLUS Titanium

[AAG1] Dual 850W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported

Model 
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Form Factor
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Security

Power Supply

System
Management

Other Features



12

Rack Server

R133-C10

MC13-BL1

1U (W438 x H43.5x D710 mm)

AMD Ryzen 7000 Series
Single AM5 socket

AMD B650E chipset

4 x DDR5 DIMM slots
2-Channel 5200MHz (2DPC), UDIMM

2 x 1GbE LAN
1 x MLAN

Front side: 4 x 3.5"/2.5" hot-swap bays
[AAA1/AAG1] 4 x SATA

1 x PCIe 5.0 x16 FHFL
1 x PCIe 4.0 x4 FHHL
1 x M.2 (PCIe 4.0 x4)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAA1] Dual 550W redundant PSUs
80 PLUS Platinum

[AAG1] Dual 800W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

N/A

Model 

Motherboard

Form Factor

Processor

Chipset

Memory

Networking

Storage Bays

Expansion
Slots

I/O Ports

Security

Power Supply

System
Management

Other Features

R133-C11

MC13-BL0

1U (W438 x H43.5x D710 mm)

AMD Ryzen 7000 Series
Single AM5 socket

AMD B650E chipset

4 x DDR5 DIMM slots
2-Channel 5200MHz (2DPC), UDIMM

2 x 1GbE LAN
2 x 10GbE LAN
1 x MLAN

Front side: 4 x 3.5"/2.5" hot-swap bays + 
4 x 2.5" 9.5mm hot-swap bays

[ABA1/AAG1] 8 x SATA

1 x PCIe 5.0 x16 FHFL for GPU
1 x PCIe 4.0 x4 FHHL
1 x M.2 (PCIe 4.0 x4)

Front: 1 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
4 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAB1] Dual 800W redundant PSUs
80 PLUS Platinum

[AAG1] Dual 800W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Support 1 x dual-slot Gen5 GPU card

R133-C13

MC13-BL1

1U (W438 x H43.5x D710 mm)

AMD Ryzen 7000 Series
Single AM5 socket

AMD B650E chipset

4 x DDR5 DIMM slots
2-Channel 5200MHz (2DPC), UDIMM

2 x 1GbE LAN
1 x MLAN

Front side: 4 x 3.5"/2.5" hot-swap bays
[AAB1/AAG1] 4 x SATA

1 x PCIe 5.0 x16 FHFL for GPU
1 x PCIe 4.0 x4 FHHL
1 x M.2 (PCIe 4.0 x4)

Front: 2 x USB 3.2 Gen1
Rear:  2 x USB 3.2 Gen1

1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAB1] Dual 800W redundant PSUs
80 PLUS Platinum

[AAG1] Dual 800W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Support 1 x dual-slot Gen5 GPU card
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Tower Server / Workstation

Model 

Motherboard

Form Factor

Processor

Chipset

Memory

Networking
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Storage Bays

Expansion
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I/O Ports

Security

Power Supply

System
Management

Other Features

W332-Z00

MC13-NB0

Mini-Tower (W198 x H370 x D375 mm)

AMD Ryzen 7000 Series
Single AM5 socket

AMD B650E chipset

4 x DDR5 DIMM slots, UDIMM
2-Channel 5200MHz(1DPC) / 3600MHz(2DPC)

1 x 2.5GbE LAN
1 x GbE LAN

Realtek ALC897 audio codec

2 x 3.5" SATA fixed drive bays
ODD drive in option

1 x PCIe x16 (PCIe 5.0 x16)
1 x PCIe x16 (PCIe 4.0 x4)
1 x PCIe x1 (PCIe 4.0 x1)
1 x M.2 (PCIe 5.0 x4, 2242/2280)
1 x M.2 (PCIe 4.0 x4, 2242/2280)
1 x M.2 for WiFi (E-key, 2230)

Front: 2 x USB 3.2 Gen1
1 x Line out
1 x Mic in

Rear:  1 x DisplayPort
1 x HDMI
3 x USB 3.2 Gen2 type-A
1 x USB 3.2 Gen2 type-C
2 x RJ45
1 x 3in1 Audio jack

Optional TPM 2.0 module

Single 500W PSU
80 PLUS Bronze

Realtek DASH Remote Management

1 x dual-slot Gen5 GPU card support

W331-Z00

MC12-NB0

Mini-Tower (W198 x H370 x D375 mm)

AMD Ryzen 5000/4000/3000 Series
Single AM4 socket

AMD B550 chipset

4 x DDR4 DIMM slots, UDIMM
2-Channel 3200/2933/2667/2400MHz

2 x GbE LAN port

Realtek ALC897 audio codec

2 x 3.5" SATA fixed drive bays
ODD drive in option

1 x PCIe x16 (PCIe 4.0 x16)
1 x PCIe x16 (PCIe 3.0 x4)
1 x PCIe x1 (PCIe 3.0 x1)
1 x M.2 (PCIe 4.0 x4, 2242/2280)
1 x M.2 (PCIe 3.0 x2 or SATAIII, 2242/2280)
1 x M.2 for WiFi (E-key, 2230)

Front: 2 x USB 3.2 Gen1
1 x Line out
1 x Mic in

Rear:  1 x DisplayPort
1 x HDMI
2 x USB 3.2 Gen2 type-A
4 x USB 2.0 type-A
2 x RJ45
1 x 3in1 Audio jack

Optional TPM 2.0 module

Single 500W PSU
80 PLUS Bronze

Realtek DASH Remote Management

1 x dual-slot Gen4 GPU card support

W771-Z00

MC62-G40

Pedestal (W175 x H438 x D680 mm)

AMD Ryzen Threadripper PRO 5000 WX-Series
Single sWRX8 socket

AMD WRX80 chipset

8 x DDR4 DIMM slots
8-Channel 3200MHz

2 x 10GbE LAN
1 x GbE LAN
1 x MLAN

Realtek ALC4080 HD audio codec

4 x 3.5"/2.5" SATA hot-swap bays
Additional 4 x 3.5"/2.5" SATA bays (option)
2 x 5.25" space reserved for ODD device
SAS devices supported via SAS card

6 x PCIe x16 (PCIe 4.0 x16)
1 x PCIe x16 (PCIe 4.0 x8)
2 x M.2 (PCIe 4.0 x4 or SATAIII, 2242/2280)
1 x M.2 for WiFi (E-key, 2230)

Front: 2 x USB 3.2 Gen1
Rear:  1 x VGA

3 x RJ45
1 x MLAN
6 x USB 3.2 Gen2
1 x 3-in-1 Audio jack

Optional TPM 2.0 module

Dual 2000W redundant PSUs
80 PLUS Platinum

ASPEED AST2600 BMC
GIGABYTE Management Console

Up to 4 x dual-slot Gen4 GPU card support
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GPU Server

G593-ZD0

MZB3-G42

5U (W447 x H222.25 x D945mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800MHz

2 x 10G BASE-T LAN 
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
[AAX1] 8 x Gen5 NVMe/SATA
SAS devices supported via SAS card

NVIDIA HGX H100 with 8 x SXM5 GPUs
12 x PCIe 5.0 x16 LP
1 x PCIe 4.0 x16 LP
1 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x1)

Front: 2 x USB 3.2 Gen1
1 x VGA
2 x RJ45
1 x MLAN (default port)

Rear:  1 x MLAN

Optional TPM 2.0 module

4+2 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Supports NVIDIA HGX H100 8-GPU with 
NVIDIA NVLink & NVSwitch technology

G493-ZB0

MZB3-G42

4U (W448 x H176 x D880 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 10G BASE-T LAN 
1 x MLAN

[AAP1] N/A

8 x PCIe 5.0 x16 FHFL for GPUs*
2 x PCIe 5.0 x16 FHFL
1 x M.2 (PCIe 3.0 x4)
1 x M.2 (PCIe 3.0 x1)
*without PCIe switches

Front: 2 x USB 3.2 Gen1
1 x VGA
2 x RJ45
1 x MLAN

Rear:  N/A

Optional TPM 2.0 module

3+1 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 8 x dual-slot Gen5 GPUs

G493-ZB1

MZB3-G41

4U (W448 x H176 x D880 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

48 x DDR5 DIMM slots
12-Channel 3600 MHz

2 x 1G BASE-T LAN 
1 x MLAN

Front side: 12 x 2.5" hot-swap bays
[AAP1] 8 x Gen5 NVMe/SATA + 
SAS devices supported via SAS card

10 x PCIe 5.0 x16 FHFL for GPUs
2 x PCIe 5.0 x16 LP
2 x M.2 (PCIe 3.0 x4)

Front: 2 x USB 3.2 Gen1
1 x VGA
2 x RJ45
1 x MLAN

Rear:  N/A

Optional TPM 2.0 module

3+1 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 10 x dual-slot Gen5 GPUs

Model 

Motherboard

Form Factor

Processor

Chipset

Memory
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Security

Power Supply

System
Management
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G493-ZB2

MZB3-G41

4U (W448 x H176 x D880 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

48 x DDR5 DIMM slots
12-Channel 3600 MHz

2 x 1G BASE-T LAN 
1 x MLAN

Front side: 12 x 2.5" hot-swap bays
[AAP1] 12 x Gen5 NVMe/SATA
SAS devices supported via SAS card

8 x PCIe 5.0 x16 FHFL for GPUs
4 x PCIe 5.0 x16 FHHL
2 x PCIe 5.0 x16 LP
2 x M.2 (PCIe 3.0 x4)

Front: 2 x USB 3.2 Gen1
1 x VGA
2 x RJ45
1 x MLAN

Rear:  N/A

Optional TPM 2.0 module

3+1 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 8 x dual-slot Gen5 GPUs

15

GPU Server

G493-ZB3

MZB3-G41

4U (W448 x H176 x D880 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

48 x DDR5 DIMM slots
12-Channel 3600 MHz

2 x 1G BASE-T LAN 
1 x MLAN

Front side: 12 x 2.5" hot-swap bays
[AAP1] 12 x Gen5 NVMe/SATA
SAS devices supported via SAS card

8 x PCIe 5.0 x16 FHFL for GPUs
10 x PCIe 5.0 x16 LP
2 x M.2 (PCIe 3.0 x4)

Front: 2 x USB 3.2 Gen1
1 x VGA
2 x RJ45
1 x MLAN

Rear:  N/A

Optional TPM 2.0 module

3+1 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 8 x dual-slot Gen5 GPU cards

G363-ZR0

MZ83-HD1

3U (W448 x H133 x D880 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800MHz

2 x 1G LAN
2 x 10G BASE-T LAN
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
[AAX1] 8 x Gen5 NVMe/SATA
SAS devices supported via SAS card

NVIDIA HGX H100 with 4 x SXM5 GPUs
6 x PCIe 5.0 x16 LP
1 x M.2 (PCIe 5.0 x4)

Front: 2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45 (1GbE)
1 x MLAN (default port)

Rear:  1 x MLAN
2 x RJ45 (10GbE)

Optional TPM 2.0 module

2+1 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Supports NVIDIA HGX H100 4-GPU with 
NVIDIA NVLink technology
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GPU Server

G293-Z40 / Z42

MZ43-G20

2U (W448 x H87.5 x D800 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 10G BASE-T LAN 
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
[AAP1] 4 x Gen5 NVMe/SATA + 4 x SATA
SAS devices supported via SAS card

[G293-Z40-AAP1] 
8 x PCIe 4.0 x16 FHFL for GPUs
2 x PCIe 5.0 x16 LP

[G293-Z42-AAP1] 
8 x PCIe 5.0 x16 FHFL for GPUs
2 x PCIe 5.0 x16 LP

Front: N/A
Rear:  2 x USB 3.2 Gen1

1 x VGA
2 x RJ45
1 x MLAN 

Optional TPM 2.0 module

Dual 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 8 x dual-slot GPU cards

G293-Z41

MZ43-G20

2U (W448 x H87.5 x D800 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 10G BASE-T LAN 
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
[AAP1] 4 x Gen5 NVMe/SATA + 4 x SATA
SAS devices supported via SAS card

[G293-Z41-AAP1] 
4 x PCIe 5.0 x16 or 8 x PCIe 5.0 x8 for GPUs
2 x PCIe 5.0 x16 LP

Front: N/A
Rear:  2 x USB 3.2 Gen1

1 x VGA
2 x RJ45
1 x MLAN 

Optional TPM 2.0 module

Dual 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 4 x dual-slot GPU cards

G293-Z43

MZ43-G20

2U (W448 x H87.5 x D800 mm)

AMD EPYC 9004 series
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 10G BASE-T LAN 
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
[AAP1] 4 x Gen5 NVMe/SATA + 4 x SATA
SAS devices supported via SAS card

[G293-Z43-AAP1] 
16 x PCIe 5.0 x16 FHFL for GPUs
2 x PCIe 5.0 x16 LP

Front: N/A
Rear:  2 x USB 3.2 Gen1

1 x VGA
2 x RJ45
1 x MLAN 

Optional TPM 2.0 module

Dual 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 16 x single-slot GPU cards
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GPU Server

G293-Z20 / Z22

MZ23-G20

2U (W448 x H87.5 x D800 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 10G BASE-T LAN 
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
[AAP1] 4 x Gen5 NVMe/ SATA + 4 x SATA
SAS devices supported via SAS card

[G293-Z20-AAP1] 
8 x PCIe 4.0 x16 FHFL for GPUs
2 x PCIe 5.0 x16 LP

[G293-Z22-AAP1] 
8 x PCIe 5.0 x16 FHFL for GPUs
2 x PCIe 5.0 x16 LP

Front: N/A
Rear:  2 x USB 3.2 Gen1

1 x VGA
2 x RJ45
1 x MLAN 

Optional TPM 2.0 module

Dual 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 8 x dual-slot GPU cards

G293-Z21

MZ23-G20

2U (W448 x H87.5 x D800 mm)

AMD EPYC 9004 series
Single SP5 socket

System on Chip

12 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 10G BASE-T LAN 
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
[AAP1] 4 x Gen5 NVMe/SATA + 4 x SATA
SAS devices supported via SAS card

[G293-Z21-AAP1] 
4 x PCIe 5.0 x16 or 8 x PCIe 5.0 x8 for GPUs
2 x PCIe 5.0 x16 LP

Front: N/A
Rear:  2 x USB 3.2 Gen1

1 x VGA
2 x RJ45
1 x MLAN 

Optional TPM 2.0 module

Dual 3000W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Up to 4 x dual-slot GPU cards

G182-C20

MC22-HS1

1U (W438 x H43.5 x D700 mm)

3rd Gen AMD Ryzen Threadripper
Single sTRX4 socket

AMD TRX40 chipset

8 x DDR4 DIMM slots
4-Channel 3200 MHz

2 x 10G LAN
1 x MLAN

2 x 2.5" Gen3 NVMe/SATA hot-swap bays

2 x PCIe 4.0 x16 FHFL for GPUs
1 x M.2 (PCIe 4.0 x4) 

Front: 2 x USB 3.0
1 x VGA
2 x RJ45
1 x MLAN

Rear:  N/A

Optional TPM 2.0 module

Dual 1600W redundant PSUs
80 PLUS Platinum, 100~240V AC

ASPEED AST2500 BMC
GIGABYTE Management Console

Up to 2 x dual-slot GPU cards

Model 

Motherboard

Form Factor

Processor

Chipset

Memory

Networking

Storage Bays

Expansion
Slots

I/O Ports

Security

Power Supply

System
Management

Other Features



High Density Server

H273-Z80

MZ83-HD0

2U 4 Nodes - Rear access
(W440 x H87.5 x D877 mm)

AMD EPYC 9004 series
Dual SP5 sockets
Supports CPU 240W at ambient 30°C

System on Chip

24 x DDR5 DIMM slots per node
12-Channel 4800 MHz

Per node:
2 x 1GbE LAN
1 x MLAN

Front side: 24 x 2.5" hot-swap bays
6 x Gen4 NVMe/SATAper node
SAS devices supported via SAS card

Per node:
2 x PCIe 5.0 x16 LP
1 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 4.0 x4)*
*Optional kit for M.2 extension riser card

Per node:
2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAW1] Dual 3000W redundant PSUs
80 PLUS Titanium

[AAN1] Dual 2600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Multiplexing management topology

H273-Z81

MZ83-HD0

2U 4 Nodes - Rear access
(W440 x H87.5 x D877 mm)

AMD EPYC 9004 series
Dual SP5 sockets
Supports CPU 300W at ambient 25°C

System on Chip

24 x DDR5 DIMM slots per node
12-Channel 4800 MHz

Per node:
2 x 1GbE LAN
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
2 x Gen4 NVMe/SATA per node
SAS devices supported via SAS card

Per node:
2 x PCIe 5.0 x16 LP
1 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 4.0 x4)*
*Optional kit for M.2 extension riser card

Per node:
2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAW1] Dual 3000W redundant PSUs
80 PLUS Titanium

[AAN1] Dual 2600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Multiplexing management topology

H273-Z82

MZ83-HD0

2U 4 Nodes - Rear access
(W440 x H87.5 x D877 mm)

AMD EPYC 9004 series
Dual SP5 sockets
Supports CPU 400W at ambient 25°C

System on Chip

24 x DDR5 DIMM slots per node
12-Channel 4800 MHz

Per node:
2 x 1GbE LAN
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
2 x Gen4 NVMe/SATA per node
SAS devices supported via SAS card

Per node:
1 x PCIe 5.0 x16 LP
1 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 4.0 x4)*
*Optional kit for M.2 extension riser card

Per node:
2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[AAW1] Dual 3000W redundant PSUs
80 PLUS Titanium

[AAN1] Dual 2600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Multiplexing management topology

Model 

Motherboard

Form Factor

Processor

Chipset

Memory

Networking

Storage Bays

Expansion
Slots

I/O Ports

Security

Power Supply

System
Management

Other Features
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Direct Liquid Cooling

H273-Z80-LAW1 / LAN1

MZ83-HD0

2U 4 Nodes - Rear access
(W440 x H87.5 x D877 mm)

AMD EPYC 9004 series
Dual SP5 sockets
Supports CPU 400W at ambient 35°C

System on Chip

24 x DDR5 DIMM slots per node
12-Channel 4800 MHz

Per node:
2 x 1GbE LAN
1 x MLAN

Front side: 24 x 2.5" hot-swap bays
6 x Gen4 NVMe/SATA per node
SAS devices supported via SAS card

Per node:
1 x PCIe 5.0 x16 LP
1 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 4.0 x4)*
*Optional kit for M.2 extension riser card

Per node:
2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[LAW1] Dual 3000W redundant PSUs
80 PLUS Titanium

[LAN1] Dual 2600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Multiplexing management topology

H273-Z81-LAW1 / LAN1

MZ83-HD0

2U 4 Nodes - Rear access
(W440 x H87.5 x D877 mm)

AMD EPYC 9004 series
Dual SP5 sockets
Supports CPU 400W at ambient 35°C

System on Chip

24 x DDR5 DIMM slots per node
12-Channel 4800 MHz

Per node:
2 x 1GbE LAN
1 x MLAN

Front side: 8 x 2.5" hot-swap bays
2 x Gen4 NVMe/SATA per node
SAS devices supported via SAS card

Per node:
1 x PCIe 5.0 x16 LP
1 x OCP 3.0 Gen5 x16
1 x M.2 (PCIe 4.0 x4)*
*Optional kit for M.2 extension riser card

Per node:
2 x USB 3.2 Gen1
1 x Mini-DP
2 x RJ45
1 x MLAN

Optional TPM 2.0 module

[LAW1] Dual 3000W redundant PSUs
80 PLUS Titanium

[LAN1] Dual 2600W redundant PSUs
80 PLUS Titanium

ASPEED AST2600 BMC
GIGABYTE Management Console

Dual ROM architecture supported
Multiplexing management topology

Model 

Motherboard

Form Factor
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Chipset

Memory
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Slots

I/O Ports

Security

Power Supply

System
Management

Other Features
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Server Motherboard

Model 

Form Factor

Processor

Chipset

Memory

Networking

Video

Audio

Storage

Expansion 
Slots

Rear I/O Ports

Security

Power Supply
Connectors

Board
Management

MZ73-LM1

E-ATX Like 
(W304.8 x D335.2 mm)

AMD EPYC 9004 Series 
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 10G Base-T LAN
1 x MLAN

ASPEED AST2600 Integrated Graphics

N/A

1 x SlimSAS 4i (4 x SATAIII)
2 x SlimSAS 8i (4 x Gen4 NVMe or 16 x SATA)

4 x PCIe x16 (PCIe 4.0 x16)
1 x M.2 (PCIe 4.0 x4, M-key, 2280/22110) 

2 x USB 3.2 Gen1
1 x VGA
1 x COM
2 x RJ45
1 x MLAN

1 x TPM header with SPI interface
Optional TPM 2.0 module

1 x 24-pin ATX main 
2 x 8-pin ATX 12V
2 x 6-pin ATX 12V

ASPEED AST2600 BMC  
GIGABYTE Management Console

MZ33-AR0 

E-ATX 
(W305 x D330 mm)

AMD EPYC 9004 Series 
Single SP5 socket

System on Chip

24 x DDR5 DIMM slots
2-Channel 4800MHz(1DPC) / 4400MHz(2DPC)

2 x 10G Base-T LAN
1 x MLAN

ASPEED AST2600 Integrated Graphics

N/A

4 x MCIO 8i (8 x Gen5 NVMe )
2 x MCIO 8i (4 x Gen5 NVMe or 8 x SATA)
1 x MCIO 8i (2 x Gen4 NVMe)

4 x PCIe x16 (PCIe 5.0 x16)
1 x M.2 (PCIe 4.0 x4, M-key, 2280/22110) 

2 x USB 3.2 Gen1
1 x VGA
1 x COM
2 x RJ45
1 x MLAN

1 x TPM header with SPI interface
Optional TPM 2.0 module

1 x 24-pin ATX main 
2 x 8-pin ATX 12V
1 x 6-pin ATX 12V

ASPEED AST2600 BMC
GIGABYTE Management Console

MZ73-LM0

E-ATX Like 
(W304.8 x D335.2 mm)

AMD EPYC 9004 Series 
Dual SP5 sockets

System on Chip

24 x DDR5 DIMM slots
12-Channel 4800 MHz

2 x 10G Base-T LAN
1 x MLAN

ASPEED AST2600 Integrated Graphics

N/A

1 x SlimSAS 4i (4 x SATAIII)
2 x MCIO 8i (4 x Gen5 NVMe or 16 x SATA)

4 x PCIe x16 (PCIe 5.0 x16)
1 x M.2 (PCIe 4.0 x4, M-key, 2280/22110) 

2 x USB 3.2 Gen1
1 x VGA
1 x COM
2 x RJ45
1 x MLAN

1 x TPM header with SPI interface
Optional TPM 2.0 module

1 x 24-pin ATX main 
2 x 8-pin ATX 12V
1 x 6-pin ATX 12V

ASPEED AST2600 BMC  
GIGABYTE Management Console
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MC62-G40 / G41

CEB
(W305 x D267 mm)

AMD Ryzen Threadripper PRO 5000WX & 
3000WX Series; Single sWRX8 socket

AMD WRX80

8 x DDR4 DIMM slots
8-Channel 3200 MHz

[G40] 2 x 10G LAN
1 x 1G LAN
1 x MLAN

ASPEED AST2600 Integrated Graphics

Realtek ALC4080 HD audio codec

4 x SATAIII 
3 x SlimSAS (3 x Gen4 NVMe or 12 x SATA)
2 x M.2 (PCIe 4.0 x4 or SATAIII)

6 x PCIe x16 (PCIe 4.0 x16)
1 x PCIe x16 (PCIe 4.0 x8)
1 x M.2 for WiFi (E-key, 2230)

[G40] 
3 x RJ45
1 x VGA
1 x MLAN
6 x USB 3.2 Gen2
1 x 3in1 Audio jack

1 x TPM header with SPI interface
Optional TPM 2.0 module

1 x 24-pin ATX main 
2 x 8-pin ATX 12V

ASPEED AST2600 BMC
GIGABYTE Management Console

[G41] 1 x 1G LAN
1 x MLAN

[G41] 
1 x RJ45
1 x VGA
1 x MLAN
6 x USB 3.2 Gen2
1 x 3in1 Audio jack

Model 

Form Factor

Processor

Chipset

Memory

Networking

Video

Audio

Storage

Expansion 
Slots

Rear I/O Ports

Security

Power Supply
Connectors

Board
Management

MC13-LE1

microATX
(W244 x D244 mm)

AMD Ryzen 7000 Series
Single AM5 socket

AMD B650E

4 x DDR5 DIMM slots, UDIMM
2-Channel 5200MHz(1DPC) / 3600MHz(2DPC)

2 x 10G LAN
1 x MLAN

ASPEED AST2600 Integrated Graphics

N/A

4 x SATAIII
RAID 0/1/10

1 x PCIe x16 (PCIe 5.0 x16)
1 x PCIe x4 (PCIe 4.0 x4)
1 x M.2 (PCIe 5.0 x4, M-key, 2242/2280) 

2 x USB 3.2 Gen1 type A
1 x VGA
1 x COM
2 x 10 GbE RJ45 LAN
1 x MLAN

1 x TPM header with SPI interface
Optional TPM 2.0 module

1 x 24-pin ATX main 
1 x 8-pin ATX 12V

ASPEED AST2600 BMC  
GIGABYTE Management Console

MC13-LE0

microATX
(W244 x D244 mm)

AMD Ryzen 7000 Series
Single AM5 socket

AMD B650E

4 x DDR5 DIMM slots, UDIMM
2-Channel 5200MHz(1DPC) / 3600MHz(2DPC)

2 x 1G LAN
1 x MLAN

ASPEED AST2600 Integrated Graphics

N/A

4 x SATAIII
RAID 0/1/10

1 x PCIe x16 (PCIe 5.0 x16)
1 x PCIe x4 (PCIe 4.0 x4)
1 x M.2 (PCIe 5.0 x4, M-key, 2242/2280) 

2 x USB 3.2 Gen1 type A
1 x VGA
1 x COM
2 x 1GbE RJ45 LAN
1 x MLAN

1 x TPM header with SPI interface
Optional TPM 2.0 module

1 x 24-pin ATX main 
1 x 8-pin ATX 12V

ASPEED AST2600 BMC  
GIGABYTE Management Console

Server Motherboard
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LAN Adapter

Storage Adapter

CSA4648
2 x Mini-SAS HD SFF8643 connectors
Up to 8 x SAS 12Gb/s ports
Up to 1024 x physical devices with SAS expander

Broadcom SAS3008

IT mode firmware

PCIe 3.0 x8, Low-profile

Ports

Controller

RAID

Interface

CRA3338
2 x Mini-SAS HD SFF8643 connectors
Up to 8 x SAS 12Gb/s ports
Up to 14 x physical devices with SAS expander
Up to 512 x physical devices if non-used IR mode

Broadcom SAS3008

RAID 0/1/1E/10
Integrated RAID (IR)

PCIe 3.0 x8, Low-profile

CMT4032 /  CMT4034
[CMT4032] 2 x M.2 sockets
[CMT4034] 4 x M.2 sockets
Socket 3, M key, Type 2280/22110 supported
PCIe SSD supports only

-

-

[CMT4032] PCIe 3.0 x8    [CMT4034] PCIe 3.0 x16

CRA4448
2 x Internal Mini-SAS HD SFF8643 connectors
Up to 8 x SAS 12Gb/s port
Up to 32 x physical devices with SAS expander
(Optional) CacheVault Flash Cache Protection Module

Broadcom SAS3108

Hardware RAID 0/1/5/6/10/50/60
2GB DDR3 cache memory

PCIe 3.0 x8, Low-profile

CSA4710
1 x SlimLine SAS 8i connector
Up to 8 x SAS or SATA physical devices
Max. 32 x SAS/SATA devices with SAS expander

Broadcom SAS3808, 8-port

Non-RAID supported

PCIe 4.0 x8, Low-profile

CSA4820
2 x SlimLine SAS 8i connectors
Up to 12 x SAS or SATA physical devices
Max. 32 x SAS/SATA devices with SAS expander

Broadcom SAS3816, 16-port

Non-RAID supported

PCIe 4.0 x8, Low-profile

Ports

Controller

RAID

Interface

CLN4C44
4 x SFP28 LAN ports
Supports 25Gb/s per port

Mellanox ConnectX-4 Lx

PCIe x16 (Gen3 x8+x8), Low-profile

CLN4C42
2 x SFP28 LAN ports
Supports 25Gb/s per port

Mellanox ConnectX-4 Lx

PCIe x16 (Gen3 x8), Low-profile

CLN4A10
2 x 1G BASE-T RJ45 LAN ports
Supports 1Gb/s, 100Mb/s, 10Mb/s

Broadcom BCM5720

PCIe x8 (Gen2 x2), Low-profile

CLN4B20
2 x 10G BASE-T RJ45 LAN ports
Supports 10Gb/s, 1Gb/s per port

Broadcom BCM57416

PCIe x8 (Gen3 x8), Low-profile

CLN4D40
2 x SFP28 LAN ports
Supports 25Gb/s, 10Gb/s, 1Gb/s 

Broadcom BCM57414

PCIe x8 (Gen3 x8), Low-profile

 
Ports

Controller

Interface

CLNCA12
2 x 1G BASE-T RJ45 LAN ports
Supports 1Gb/s, 100Mb/s, 10Mb/s 

Broadcom BCM5720

PCIe x16 (Gen2.1 x2), OCP 3.0

CLNCB22
2 x 10G BASE-T RJ45 LAN ports
Supports 10Gb/s, 1Gb/s per port 

Broadcom BCM57416

PCIe x16 (Gen3 x8), OCP 3.0

CLNCD42
2 x SFP28 LAN ports
Supports 25Gb/s, 10Gb/s per port

Broadcom BCM57414

PCIe x16 (Gen3 x8), OCP 3.0

 
Ports

Controller

Interface
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Global After Sales Service & Support

KOREA

AUSTRALIAAUSTRALIA

U.S.A

GERMANYGERMANY

RUSSIA

BRASIL

INDIA

JAPAN

CHINA

MALAYSIAMALAYSIA

SINGAPORESINGAPORE

THAILANDTHAILAND TAIWAN

NETHERLANDSNETHERLANDS

GIGABYTE can provide the following expert services to give our customers total peace of mind: 

Multi-level, multilingual telephone & online technical support
Current services provided:

Globally located RMA & repair centers, onsite technical support services

Reverse logistics, product warehousing and component storage solutions

There is also the potential to utilize GIGABYTE’s existing service and support network by request, which includes an 
additional 60 physical repair & support centers located in 12 additional countries.

Country

Global

Taiwan

USA

Europe

Service  (Optional 24/7 technical support hotline available)

Online support: https://esupport.gigabyte.com  

9/5 support hotline: 0800-079-800 (Toll free) or 02-8913-1377
Live online chat: https://www.gigabyte.com/tw/Support

9/5 support hotline: +1-(626)-854-9338 option 4

9/5 support hotline: +44 1256 300 809 (English, French, German, Italian, Spanish)

Logistics Hub Authorized Partner Repair Center / Field Service
 *Optional per sales condition / agreement

RMA / Repair Center Conditional Service
 *Check with sales team for detail



All intellectual property rights, including without limitation to copyright and trademark of this work and its derivative works are 
the property of, or are licensed to, Giga Computing Technology Co., Ltd. Any unauthorized use is strictly prohibited.
The entire materials provided herein are for reference only. Giga Computing reserves the right to modify or revise the content 
at anytime without prior notice.
GIGABYTE Server recommends AMD EPYC™ & AMD Ryzen™ processors.
AMD, the AMD Arrow logo, EPYC, Ryzen, and combinations thereof are trademarks of Advanced Micro Devices, Inc. Other product 
names used in this publication are for identification purposes only and may be trademarks of their respective companies. 
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